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Indledning

Ved kb af den fgrste Corvina Cloud licens hos Smartautomation ApS oprettes der adgang til Corvina Cloud.

Smartautomation opretter en organisation og en administrator pa jeres cloud Igsning.
Dette giver jer fuld kontrol over den oprettede organisation.

Organization
Unigue Organization Identifier * Parent organization
|Organisaﬁon_Navn| [ smartdk.com v

The name must consist only of these characters: alphanumeric,
underscore (), dot{."), or dash (-

Exclusive access

on gateway level -

Max number of nodes

Add default applications and profiles

Organization information

Organization Name * VAT number

Organisation Navn

Address Address line 2
City ZIP code
State or province Country
Denmark: v
Email Website
Phone number Fax number

Den oprettede organisation. Organisations navn skal veere aftalt fgr vi kan oprette den.

User | Groups  Permissions  Additional user information

Name * Organization

admin Organisation_Nawvn v
Description

admin123$

Password Confirm password

admin123$ admin123% B
Enabled

Default administrator er oprettet med Name = admin og Pasword = admin123S.
Det anbefales at Password andres til et password som kun i kender.
Skulle i glemme passwordet kan Smartautomation andre det til det default password igen.



User Groups Permissions

Global permissions
0

Access to sub organizations
Manage users

Manage devices

Manage applications

Manage organizations

Additional user information

Global permissions {1)

+ * Superuser (full control) -
+g

+

+ -

Add all Remove &l

Administrator oprettes som Superuser.

Step1. Download og installere Corvina Cloud App pa PC.

Der vil veere sendt et download link til Corvina Cloud App med email.

Eventuelt kan det downloades her:
http://www.jmobile.net/download corvina.html

-
ﬁ Corvina Cloud App v3.18.0 Setup

-
- —— —= g
—

X

=]
=]

Corvina Cloud

Welcome to the Corvina Cloud App
v3.18.0 Setup Wizard

The Setup Wizard allows you to change the way Corvina
Cloud App v3.18.0 features are installed on your computer
or to remove it from your computer, Click Mext to continue or
Cancel to exit the Setup Wizard,

Back [ Next ] [ Cancel

b

Fglg anvisningerne ved installering.


http://www.jmobile.net/download_corvina.html

Step2. Log pa corvina cloud.
Fgrste gang du starter Corvina Cloud far du dette billede.

5% Carvina Cloud App v3.18.0
(N \/INI A
x Corvina Cloud App Connection Profiles

Connection anced

Profile name Cloud Service
Server type Cloud Server

Remember password

Usernarne

Organization (ootionad}

Det er muligt at lave forskellige login profiler. Her er profilen lavet med default navnet Cloud Service. Dette
navn kan andres til jeres gnske.

x Corvina Cloud App Connection Profiles @

anced

Profile narne Cloud Service

Server type Cloud Server
—

Lizernamme

Crganization (Betions

Password




X Corvina Cloud App Connection Profiles

Conrection

Profile name Cloud Service

Server type Cloud Server

Remember pa

Usernarme adrnin@Organisation_HNavn
Crganization (Dotiomsd

Pazzword LITTTTT LT

Ved fgrste login bruges de opgivne Username og Password.
Username = admin@Organisations_Navn
Password = admin123S.

" -

x Corvina Cloud &pp Connection Profiles @

Profie name Cloud Service

SErver type Cloud Server
Remember p

Llsername admin

Organization (Botiorms)) Organisation_MNavn

Passuord LITLLITL L]

En alternativ made at oprette et login pa. Begge viste mader laver samme login.

Tryk OK.



224 Corvina Cloud &pp w3,18.0

COAVINA
CLOUD

Prafie Cloud Service

Tryk SIGN IN



Gennemgang af Corvina Cloud
Fgrste gang der logges pa Corvina Cloud ses en side med fanerne DASHBOARD, USERS, DEVICES,
APPLICATIONS, ORGANISATIONS og STATISTICS nedenfor gennemgas disse faner kort.

DASHBOARD

5% Conina Cloud App v318.0

COXVINA
C I_ O U 3 Refresh Back Settings Logout

DASHBOARD APPLICATIONS 'ORGANIZATIONS STATISTICS

TN BT

ONLINE USERS
0/1

EW tide all endpaints

T Status

No items to display

T
O
Legend: B cateway @ Endpont @ onine @ offine @ comected D inuse O pusy ONLINE GATEWAYS
0/0

ENDPOINTS
0

SYSTEM INFO

Max nodes: unlimited

Connection established by admin/Organisation_Mavn 00:16:22 ago.

Pa fane DASHBOARD vises alle oprettede Devices og status for jeres Cloud server.

USERS
52 Convina Cloud Appv3.180 [E=EE

COXVINA
C I_ O U 3 Refresh Back Settings Logout

DASHBOARD APPLICATIONS 'ORGANIZATIONS STATISTICS

N adduser ¥ pownload CA certficate

Login & Y Description fes

admin/Crganisation_Navn admin123%

CRAERES S| 1-1of Litems

Legend: & Enabled (dlick to disable) (] Disabled (dick to enable) # Edit W Delet= M8 view logs

Connection established by admin/Organisation_Navn 00:

Pa fanen USER ses den oprettede user admin. Her kan der oprettes de user i gnsker.



User admin

DASHBOARD DEYICES APPLICATIONS  DRGANIZATIONS STATISTICS

& adduser ¥ pownload Ca certificate

Login & Y Description Y User groups Actions
adminfOrganisation_Mavn admin1Z23¢ :
M4 L ek 1-1cflitems ©

Legend: & Enabled (click to disable) [ Disabled (click to enable) & Edic W Delete B8 view lags

For at &endre jeres administrator navn og eller password kan i editere denne under fanen USER. Tryk pa edit
symbolet i kolonnen Action.
Symboler i kolonnen Action er forklaret nederst.

DASHBOARD DEVICES APPLICATIONS ORGANIZATIONS STATISTICS

Change User

User | Groups  Permissions  Additional user information

Mame * Organization
admin Organisation_Navn
Description

admin1 23§

Password Confirm password

Enabled

or Cancel

Password a&ndres ved at indtaste det nye password og trykke Change.
Hvis der gnskes at eendre navn kan der oprettes en ny administrator med det gnskede navn og derefter

* This Field is required.

logges der pa med dette navn og den gamle administrator kan slettes.

En ny administrator skal oprettes som Superuser se nedenfor.

DASHEDARD DEVICES APPLICATIONS  ORGANIZATIONS STATISTICS

“

Change User

User | Groups | Permissions | Additional user information

Global permissions

rel Global permissions (1)
Access ko sub organizations + = Superuser (Full control) -
Manage users + = |

Manage devices

Manage applications +
Manage arganizations + 7
Add all Remove al

* This Field is required.

of Cancel



DEVICES
52 Coniina Cloud App v3.18.0 oo 5 e S

COXVINA
C I_ o U 3 Refresh Back Settings Logout

DASHBOARD APPLICATIONS 'ORGANIZATIONS

m

3 Add qateway & Download CA certficate

Y Serial

Noitems to display &

Legend: & Enabled (dlick to disable) [ Disabled (click to enable) & Edit [3 Copy gateway W Deletz M8 view logs I Dowrload configuration

Connection established by admin/Organisation_Navn (

Pa fanen DEVICES vises de devices der er oprettet. Nar user er admin ses alle oprettede devices ogsa de
devices der er oprettet af andre usere end admin. Det galder for alle user der er oprettet som superuser.
Et system der bestar af flere devices kan med fordel samles i en Group.

APPLICATIONS
'S,@ Convina Cloud App v318.0 =)

COXVINA
C I_ O U 3 Refresh Back Settings Logout

DASHBOARD APPLICATIONS 'ORGANLZATIONS

47 Add application

Moitems to display &

Legend: & Enabled (dlick to disable) (] Disabled (dick to enable) # £dit W Delete

Connection established by admin/Organisation_Mavn 02:51:47 ago.

Pa fanen APPLICATIONS kan der oprettes applikations der ggr det nemt at tilga devices.
Eksempel vis kan der laves en applikation der starter TightVNC pa PC’en med forbindelsen til enheden, blot
ved at enkelt tryk.

Applikationerne skal organiseres i en Profil for at tilknytte applikationer til et endpoint.

10



ORGANIZATIONS

5 Corvina Cloud App v3.18.0

COXVINA
CLOUD

DASHBOARD
) Add Organization
Organization Name

Organisation Navn

Wi« L >

Legend: & edit U Delete

Refresh Back

APPLICATIONS STATISTICS

T Path T Actions

smartdk.com > Organisation_Navy

1-loftitems &

Connection established by admin/Organisation_Navn 03:03:05 ago.

Pa fanen ORGANIZATIONS ses de oprettede organisationer. Organisationer bruges til at organisere bade user

og devices.

Her ses den oprettede organisation hvor admin er logget pa.

Organisations navn kan ikke andres.

Edit Organization

3¢ Carvina Cloud &pp +3.18.0

COXVINA
CLOUD

DASHBOARD USERS

) Add Organization

Organization Name
Organisation Mavn

AR ]

Legend: pEdit ] Delete

T Path

smartdk,com » Organisation_Navn

Tryk pa edit symbolet i kolonnen Action.
Symboler i kolonnen Action er forklaret nederst.

DASHBOARD USERS DEVICES

Organization

Unique Organization Identifier *

Orgarisation_Hawn

Exclusive access

fon gateway level -

Orgarization information

Organization Name *
Qrganisation Navn
Address

City

State or province

Email

Phone number

ey

APPLICATIONS  ORGANIZATIONS  STATISTICS

Parent organization
smartck.com

Add default applications and profiles

o

VAT number

Address line 2

Z1P code

Country

Denmark

Website

Fax number

Organisations navn og Exclusive access ma ikke aendres

eventuelt udfyldes.

= e [

Logout

DEVICES APPLICATIONS  ORGANIZATIONS STATISTICS

T actions

1-1of Litems &

* This Field is required.

. Under Organisations information kan felterne

11



STATISTICS
52 Coniina Cloud App v3.18.0 e

COXVINA
C I_ o U 3 Refresh Back Settings Logout

DASHBOARD APPLICATIONS 'ORGANIZATIONS

“

Filter Organization - From 2018-03-30 To 2018-04-30

Organization® Users®  Devices™ Nodes™ Traffic
NAME: Organisation Navn

ID: Organisation_Navn 100)
PATH: smartdk.com > Organisation_Navn

Gateways: 0 (1) Counted nodes: 1(0) Sent: 0b (0b)
Endpoints: 0 (0) Node Limit: unlimit=d Received: Ob (0b)

Ll

1-1of litems

= Numbers in parenthesis show values frem child arganizations

Connection established by admin/Organisation_Navn 03:14:17 ago.

Pa fanen STATISTICS kan der ses statistik pa Organisations, Users og Gateways.
Gateways er de oprettede enheders/devices overordned enhed.

12



Step3. Opret brugere

52 Corvina Cloud App v3.180 |la|=3| = |

COXVINA
C I_ o U D Refresh Back Settings Logout

DASHBOARD APPLICATIONS ORGANIZATIONS STATISTICS

Nadduser ¥ powrload CA certificate

Login & Y Description T Usergroups Actions
admin/Organisation_Navn admin123§ o
[EREE S Sl 1-1of litems O

Legend: [ Enabled (dlick to disable) (J Disabled (dick to enable) 4 Edit ] Delete B view logs

Opret en ny bruger ved at trykke +Add user.

$- Corvina Cloud App v3.18.0 e o0

COXVINA
c I_ o U 3 Refresh Back Settings Logout

DASHBOARD APPLICATIONS 'ORGANIZATIONS

| Add User

User | Groups | Permissions  Additional user information

Name * Organization

userName Qrganisation_MNavn v

Description

userliame123§ =
Password Confirm password

userName 1238 userName 123§

Enabled

*This Field is required.

Indtast ngdvendige oplysninger. Under organisation vaelges den gnskede organisation brugeren skal
tilknyttes.
Husk at seette flueben i Enabled.

13



5% Convina Cloud App v3.18.0 = | B el

COXVINA
C I_ o U 3 Refresh Back Settings Logout

DASHBOARD APPLICATIONS STATISTICS

Change User

User  Groups | Permissions | Additional user information

Global permissions

r= Global permissions {0)

Superuser (full contral)

m

(i) »

Access to sub organizations
Manage users

Manage devices

+ o+ o+ o+ o+

Manage applications
Remove all

=
&
B
o

* This Field is required.

or Cancel

Pa fanen Permissions skal users permission sattes. Tryk pa hvilke permissions der skal tilfgjes.
Default har user ikke nogen permission med det resultat at hvis user oprettes uden at der er sat nogle
permissions sa vises der ikke nogle devices nar useren logger pa.

For at gemme den nye bruger tryk Change eller Add.
Add vises kun fgrste gang der oprettes en ny bruger.
Hvis der laves andringer pa en bruger vises Change.

Forklaring til Permissions:

e Superuser (full control): brugeren kan administrere Corvina Cloud fuldt ud.
¢ Access to sub organizations: Brugeren far visnings adgang til organizationer.
¢ Manage users: Brugeren kan oprette, slette og @ndre andre users.

* Manage devices: Brugeren kan oprette, slette og @ndre devices.

¢ Manage applications: Brugeren kan oprette, slette og eendre applications

e Manage organizations: Brugeren kan oprette, slette og @ndre organizations

e Use the API: Brugeren far adgang til og bruge Corvina Clouds API.

(Funktionen er endnu ikke understgttet)

e Push route to GREEN | BLUE | ORANGE zone: Nar en eller flere af disse indstillinger er valgt, vil ruter til de
underliggende netveerk styret af Corvina Cloud blive skubbet til brugeren..

(Funktionen er endnu ikke understgttet)

14



Step4. Opret devices.

57 Corvina Cloud App v3.18.0 = | B

COXVINA
C I_ O U 3 Refresh Back Settings Logout

DASHBOARD APPLICATIONS STATISTICS

m

) Add aateway ¥ Download CA certificste

Hame & T Description ¥ Serial Y Groups | e

M4 0 = b Mo items to display &

Legend: (¥ Enabled (clck to disable) (] Disabled (dick to enable) & £dit [ Copy cateway W Delete 8 view logs I Download configuration

Opret en device ved at trykke pa Add gateway.

52 Corvina Cloud App v3.18.0 = | B i

COXVINA
c I_ O U D Refresh Back Settings Logout

DASHBOARD APPLICATIONS STATISTICS

Add Gateway

Gatewsy | Groups Endpoints = Permissions  PortForwarding | Location

Mame * Organization

palished-moon-3582 v

Description Serial number

Password Confirm password 3
] ]

Enabled

Default oprettes Gateway med et automatisk navn. Dette kan sendres til jeres gnske, gvrige felter er tomme.

5% Corvina Cloud App v3180 =@

COXVINA
C I_ o U 3 Refrash Back Settings Logout

DASHBOARD APPLICATIONS STATISTICS

Add Gateway

Gateway | Groups  Endpoints = Permissions  PortForwarding = Location

Name * Organization
my-device Organisation_Navn -

Description Serial number

myDevice |

Password Confirm password 1
myDevice 123§ myDevice123§

Enabled

*This Field is required.

(A or conce
Indtast Name og Password. Organization vaelges i dropdown boksen, der kan kun vaelges mellem oprettede

organizations.

| feltet Serial number indtastes enten en licenskode eller et serie nummer afhaengig af hvilken enhed det
drejer sig om.

eTop5xx, eSmartxx og eX7xx paneler skal der indtastes en licenskode. Licenskoden kgbes separat.
eXware(eX703) og PLCMO7 inkludere en licens og her skal enhedens serialnummer indtastes.

Tryk Add og devicen bliver oprettet.

15



Nar Device/Gateway er oprettet kan der efterfglgende laves grupper, endpoints og brugere skal gives
rettigheder til enheden.

Fanerne under Device er Groups, Endpoints, Permissions, Port Forwardning og Locations.

Groups
Pa visningen groups kan devicen tilknyttes en gruppe.
Grupper oprettes at trykke pa knappen Groups og Add group.

5% Corvina Cloud App v3.18.0 [E=
COXVINA
C I_ O U 3 Refresh Back Settings Logout
DASHBOARD APPLICATIONS STATISTICS
-
&+ Add aroup
Group name & Y Description Y Actions
CRERN N Noitems to display &

Legend: & Edit W Delete ™ View logs

Step5. Opret endpoints.

Endpoints er de enheder der gnskes adgang til.

COXVINA
C I_ O U 3 Refresh Back Settings Logout

DASHBOARD APPLICATIONS STATISTICS

Change Gateway

Gateway = Groups | Endpoints | Permissions | PortForwarding | Location

Maximum number of endpoints

2 -

m

Local network

Do not translate real IPs into virtual IPs (1:1 NAT)

]
Endpoints
Name* 1P address® Description Application profile Enabled Source NAT Custom
| === 127.0.0.1 Gateway Click to edit ves no Click to edit
Delete row | | Show CSV
=This Field is required. bl
or Cance

Pa fanen Endpoints kan der oprettes flere endpoints. Default vil der altid vaere oprettet selve gatewayen
med localhost IP adresse 127.0.0.1

16



Step6. Opsatning af panel til Cloud.

Opsaetning af panel til cloud er forskellig afhaengig af hvilket panel det drejer sig om.
Grundlaeggende ligger forskellen i om det er et Windows eller et linux panel.
eTop5xx er windows paneler

eSmart0x, eX7xx, eXware og PLCMO7 er linux paneler

Opsetning af eTop5xx med Secure Cloud Connector PLCMO07.
Opsaetning af Device pa Cloud sker med PC programmet Corvina Cloud App.

DASHBOARD APPLICATIONS ORGANIZATIONS STATISTICS

Change Gateway

Gateway Groups Endpoints Permissions Port Forwarding Location

Name * Organization
eTop513_07 smartauto
Description Serial number
eTop513123% 09995242360
Password Confirm password
[ [

Ena

or Cancel

Gateway for PLCMO7. PLCMO07’s Serial number er ogsa Licenskoden, og skal indtastes | feltet “Serial
number”. Ved fgrste opsatning skal der veaelges et password som skal bruges nar PLCMO7 skal saettes op til

Cloud. Passwordet skal have mindst 8 tegn og et specialtegn. Det anbefales at specialtegnet er det sidste
tegn i Passwordet.

Password

Ena

Under Endpoints oprettes panelet som et endpoint.

Change Gateway

Gateway Groups Endpoints Permissions Port Forwarding Location

number of

& -

Local network

Do not translate real IPs into virtual IPs (1:1 NAT)
O
Endpoints

Name* IP address* Description Application profile Enabled
eTop513 10.10.10.11 HMI SmartautoApps V=
gateway 127.0.0.1 Gateway Click to edit =

Delete row | | Show CSV
or Cancel

17



Add row og opsaet eTop513 som endpoint, eventuel “application profile” kan valges. Her er valgt
SmartautoApps.

Husk at trykke Change for at gemme opsaetning.

Opsatning af PLCMO07.
For at opsaette PLCMO7 skal IP adressen kendes. Nemmest made at fa IP adresse pa er at dbne JMobile og se
IP adressen i Manage Target.

|, Mot Studia - Lokal sk (C\Progects \Drverse\EXOR,_demoleTop504_HM_en_Clowd_f stek Project\rojectLipr
Fle Eot Run Fomsl View Window Help
R = K I ) 2 Al - P BT

Projectview & Mamage Target - ———

0
F

Furtme | ucanse | Board

A Maems Target e
o Eoents Bul .
T Schedu mossszx [

208207
sun - o ‘

@ roUTERS22gIS2 168.8.226

i, Database
£3 Drta tranf Advanced Settrgs

Her er IP adressen 192.168.8.226.

Indtast “https://IP_adresse/machine_config” i en browser for at abne opsatningssiderne i PLCMO07.
Anbefalet browser er Chrome eller Firefox.

all==| =
https://192.168.8.226/machin X
& C | @ https://192.168.8.226/machine_config/ o
Log ind
https://192.168.68.226
| Brugemavn
Adgangskode
Annuller
Brugernavn = admin
Adgangskode = admin
— (&) o] @ e
[) System Settings x e .
‘ €« C | A Ikke sikker | bttps;//192.168.8.226/machine_config/#/languages?uiSidebarl eft o Y|
| \
System Settings Language ADMIN C»
™ B English
Language
11 Italiano
| system
] Deutsch
i Logs - e
| Date & Time II Frangais
| Metwork
services
Management
Restart
Authentication
EXIT

System Settings i PLCMO7

18



Network opsaetning pa PLCM07

_ PRSI > )
[} System Settings X *® .
| & C | A Ikke sikker | https://192.168.8.226/machine_config/#/netwark o |
: SAVEv CANCEL X
System Settings
|
Language General Settings
'l
| System Hostname |
ROUTER-522f |
{ Logs . |
Avahi Hostname ROUTER-522f.local |
Date & Time |
» Network Interfaces
Network |
Senvices Name Label MAC DHCP Address Netmask Gateway Bridged
anagement eth0 WAN 00:30:d8:04:52:2f () 192.168.8.226 255.255.255.0 192.168.8.1
Restart eth1 LAN1 00:30:d8:04:52:30 10.10.10.10 255.255.255.0 192 168 8.1
Authentication
| tap0 VPN 9e:3d:55:33:08:a5
EXIT
I

Opsaetning af Network pa PLCMCO7.

WAN kan sattes til DHCP. Det er en fordel hvis panel med PLCMO7 flyttes til en anden router.

LAN er det lokale netveerk hvor alle endpoints skal tilkobles ogsa panelet. Det vil sige at panelet skal have en
IP adresse som her ligger i 10.10.10.xx, gvrige endpoints sasom PLC’er skal ogsa have IP adresse der ligger i
10.10.10.xx

Service opszatning pa PLCM07

- (&) b B e
[ System Settings x .. .
| & C | A Tkke sikker hittps://192.168.8.226/machine_config/#/services o Y| !
System Settings Service Settings ADMIN G
| Name Enabled
Language Avahi Daemon ()
| System Bridge Service
1 Logs Cloud Service (>
| Date & Time Router Service ()
SNMP Server
Network
SSH Server
Services
System Logger
IManagement _
| VNC Service
Restart

[ Select a service to view its configuration options

Authentication
EXIT
I
Avahi Daemon kan sattest valgfrit ON eller OFF.
Hvis Avahi Daemon seettes ON er det muligt at na PLCMO7 via hostname med en avahi service installeret pa
din PC.
Bridge Service OFF. Ngdvendigt hvis Wan og Lan netveaerk har forskellige IP adresse.
Cloud Service ON.
Router Service ON. Ngdvendig for at fa router servicen mellem WAN og LAN og mellem endpoints pa LAN.
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Opsztning af Cloud Service pa PLCM07
For at opsaette cloud skal Cloud Service markeres dette g@res ved at trykke pa navnet “Cloud Service”. Der
efter skal der trykkes EDIT i gverst hgjre hjgrne.

A T o mRam (=] & )
a@\@ hitp=://192.18132180 /mach ~ € Certifika... & || (2 Syster Settings x | o 2 8
v | seg - el | Mere 3 Logind & ~
: SAVEY CANCEL X ~
System Settings
Language C|0Ud SeWICe
i
System State v Connected to Cloud with IP 192.18.132.180
Servergiyps Cloud Server v
Logs
Server default default
Date & Ti
ae me Username eTop513_07@smartauto
Network Password EEEREERRRE
Show Password
Services
Management
Indtast Username med ”“deviceNavn@DitOrganisationsNavn” som det er oprettet med i Corvina Cloud App.
Indtast Password som det er oprettet med i Corvina Cloud App.
Derefter tryk SAVE.
PLCMO7 forbindes nu til Cloud.
Opsatning af eTop5xx project med VNC server
! File Edit Run Format View Window Help )
g o @ . K o B : E ok -
.JEE§|¥H;.I5|&_:):’¥U\|%$I e | P @) B @ s A G DANSK j
.| R 0 X - 1wt-1751 marienlyst2.6.67_SA x| LMENU [ UserGroups | - Properties 2%
ol —EAY (&I & & =
5 [ 2B wt-1751 marienlyst2.6.67_SA - ﬁ - :|= ot = Project Widget : wt-1751 marienlys | =
3 . . T riables’ FIiE
3 o e PageMar : 1d WE-L751 marientyst2.6.6| || o
2 7 Pages Full Path C:\Projects\SA_support), =
- 1: MENU Version 1=
) 22 A1 SVOMME e !
e ) 3: A1 OPSAET 3 Context Menu| on delay
= & 41 A1 FILTER Developer Toc true
2 ) 5: A1 MANUEL Buzzer on toud false |
E i 6: AL SKYLLE Buzzer duratiol 200 1
D .. 71 A1 OKO OPSAET Keyboard true
e ..M & : A1 GRAF FILTER i
S ) 9: Al GRAF KEMI JavaScript Deb false
a S 10 ALARM Allow Javascrif false
M| 11 : ALARM H Hide Project Lt false
B 12: A2 PANORAMA Image DB Enal true
M) 13: A2 OPSAET FreeType Font false |
3 i: ‘ EEE—NEEEL Communication g
B 16 A2 SKYLLE = Plug-in _
1§ 17 ; A2 OKO OPSAET WiebKE | false
M 18: A2 GRAF FILTER PDF Reader true <
. 19 : A2 GRAF KEMI Developer Tools -
: PLC Enable/disable advance logging features [ |
1 PLC XY 0-19 for project developers i
: PLC XY 20-38 .
gl | smems s 2 propertes :
w— ne e sererons v Nevelnner Tonle = astPranarty

For at kunne enable VNC service kan Developer tools szettes til true.
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Profiing

Pa eTop5xx paneler kan VNC servicen starts fra Contex Menu->Developer tools->Launch VNC.

Alternativt kan der | projektet laves en knap der er dedikeret til at starte VNC serveren. | det tilfeelde er

Shiowfhide all
Cpu statistics
Mermory statistics
Event gueles
Tirnelog surnmmary
Ermbed window
Reset queue stats
Disable watchdog
Ignore exceptions

Launch YN

Zoom In
Zoom Out
Zoom 100%

Par miode

Settings...

Project Managat...
Update...

Logging

Show Log at Boot

LogCut

Show systemn settings
HMI Cloud Enabler

»

ovenstaende ikke ngdvendigt.

Action List

“TFORM

JOPPET ]
U

ActionList == == N W

" LaunchyNC[)

Action |

&8 &

Action Properties

=- Page -
LoadPage

-- HomePage

- PrevPage

-- Next Page

- LastVisitedPage
ShowDialog

- CloseDialog

- ShowMessage

-- LaunchApplication

- Launch Browser

m,

= LaunchVNC
Application Na

VNC.exe

arguments
Commands.

Dedikeret knap til VNC service. Action findes under Page actions.

Kgr VNC enten via Developer Tool eller med dedikeret knap




| options | Advanced | out |
Skop Restart
Canneck Ta it
v2,5.0.1

VNC server Control.

VNC Settings 0K
Control | Options || Advanced | oyt

Update Frequency [ms] |500

|:| Enable Logging
Autostark

|:| Silenk Startup
Shiw Taskbar Icon
[ confirm Connection
[ allows websockets

Set VNC til Auostart.
Veelg Silent Startup for at holde VNC Options dialogen i baggrunden, nar Autostart er aktiveret.
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Opsetning af eX700 series panel
Opsaetning af Device pa Cloud sker med PC programmet Corvina Cloud App.

DASHBOARD USERS DEVICES
;e
Change Gateway

Gateway Groups Endpoints Permissions Port Forwarding Location

Name * Organization
my-device Organisation_Nawvn
Description Serial number
myDevice 1235 Indtast Licens her
Password Confirm password
myDevice 1238 myDevice 1235
Enabled

or Cancel

Udfyld felterne Name, Organization, Serial number og Password.
Description er ikke et krav at udfylde.

Ovenstaende betyder at panelets cloud services opsatning er:
Username = my-device@Organisation_Navn

Password = myDevice123$

APPLICATIONS
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Opsatning af endpoints

eX700 serie paneler har flere Ethernet konnektere og det er derfor muligt at have en Wan og en Lan side pa
selve panelet. Det er ogsa muligt at give panelet en IP adresse pa Lan siden. Det vil sige at panelet kan
oprettes som et endpoint med Lan IP adressen. En fordel med at panelet oprettes som endpoint er, at der

kan administreres hvilke applikations der tilknyttes til et panel.

COXVINA
C I_ O U D Refresh Back Settings Log

DASHBOARD APPLICATIONS STATISTICS

Change Gateway

Gatewey  Groups = Endpoints | Permissions = PortForwarding | Location

Maximum number of endpoints

2 -

Local network

Do not translate real IPs into virtual IPs (1:1 NAT)

B

Endpoints
Name* IP address™® Description Application profile Enabled Source NAT Custom
gateway 127.0.0.1 Gateway Click to edit yes no Click to edit

[crange) o cance

*This Field is required.

For at oprette et endpoint tryk Add row.

COXVINA
C I_ O U 3 Refresh Settings Logout

DASHBOARD APPLICATIONS STATISTICS

Change Gateway

Gateway ~ Groups | Endpoints = Permissions = PortForwarding  Location

Maximum number of endpoints

& -

m

Local network

Do not translate real IPs into virtual IPs (1:1 NAT)

=]

Endpoints
Hame* 1P address™ Description Application profile Enabled Source NAT Custom
gateway 127.0.0.1 Gateway Click to edit yes no Click to edit
HMI_Lan 10,10.10.10 HMI Lan IP Click to edit - yes na Click to edit

Delete row | | Show CSV M
* This Field is required.
or Cancel

Her er panelet oprettet som endpoint med IP adressen 10.10.10.10
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Opsatning af eX7xx panel.

For at opsaette eX7xx panel til cloud skal cloud service saettes op pa panel enten direkte pa panelet via

System settings eller ved at indtast ”https://IP_adresse/machine_config” i en browser for at dbne
opsaetningssiderne i eX7xx panelet. Anbefalet browser er Chrome eller Firefox.

i - (2]l =] E [t
https://192.168 8 228/machi~ X | ..
| <« C | © hitps://192.168.8.228/ma ¥
Log ind
https://192.168.8.228
Brugemavn
Adgangskode
ol
Brugernavn = admin.
Adgangskode = admin.
—— (2)l= | E |
[ System Settings x »e .
‘ <« C' | A Ikke sikker | hips://192.168.8.228/machine_cc / o
System Settings Language ADMIN G
~ B English
Language
11 Italiano
System
] Deutsch
Logs
" | thic
Date & Time !
I I Frangais
Network
Services
Management
Display
Restart
Authentication
EXIT

System settings side pa eX7xx panel.
Der skal laves opsaetning i Network og Service.

Tryk network for at abne opsatning af network
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/[ Systzm Settings

=\ oo n e

- i

)

-

& (e |A Ikke sikker | https://192.168.8.228/machine_config/#/network

_n-ﬁ\_s

System Settings

Language

System

Logs

Date & Time

Network

Services

Management

Display

Restart

Authentication

EXIT

General Settings

Hostname
Avahi Hostname

Network Interfaces

Name Label MAC

eth0 WAN 00:30:d8:04:cd:bd Enabled 192.168.8.228 255.255.255.0 192.168.8.1
eth1 LAN1 00:30:d8:04:cd:be Enabled

eth2 LAN2 00:30:d8:04:cd:bf Enabled

DNS

Restore G

DHCP

Network
HMI-cdbd
HMI-cdbd.local
Address Netmask

EDITE& ADMING

Tryk EDIT i gverst hgjre hjgrne

Management

Display

Restart

Authentication

EXIT

ethi LAN1 00:30:d8:04:cd:be

eth2 LAN2 00:30:d&:04:cd:bf ()

DNS

10.10.10.10

Deaktiver DCHP pa Lan1 og indtast IP adresse og netmaske.
Her IP = 10.10.10.10 og netmaske = 255.255.255.0

Tryk SAVE.

255.255.255.0

=S|Il x|
/[ System Settings x L - —— i - ——
& (& ‘Alkke sikker | hitps://192.168.8.228/machine_canfig/#/network o ¢,| i
. SAVEv CANCEL X
System Settings
Language General Settings
System Hosthame
HMI-cdbd

Logs .

Avahi Hostname HMI-cdbd.local
Date & Time
Network Network Interfaces
Services Name Label MAC DHCP Address Netmask Bridged

eth0 WAN 00:30:d8:04:cd:bd () 192.168.8.228 255.255.255.0

/ [ System Settings

X\E *_® . » —

At

& C | A Tkke sikker | hitps//192.168.8.228/machine_config/#/netwaork

Message

Operation Successful

Vent pa meddelelsen Operation Successful
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Valg Services

- )l
[ System Settings x .. .
‘ < C | A Ikke sikker | https;//192.168.8.228/machine_config/#/services o Tr |
System Seﬂings Service Settings ADMIN G»
Name Enabled
Language Avahi Daemon ()
System Bridge Service
Logs Cloud Service (D
Date & Time Router Service ()
SNMP Server
Network
SSH Server
Services
System Logger ()
Management i
VNC Service ()
Display Select a service o view its configuration options
Restart
Authentication
EXIT

Avahi Daemon kan sattest valgfrit ON eller OFF.

Hvis Avahi Daemon sattes ON er det muligt at nd PLCMO7 via hostname med en avahi service installeret pa
din PC.

Bridge Service OFF. Ngdvendigt hvis Wan og Lan netvaerk har forskellige IP adresse.

Cloud Service ON.

Router Service ON. Ngdvendig for at fa router servicen mellem WAN og LAN og mellem endpoints pa LAN.
VNC Service ON.

Opsaetning af Cloud Service pa eX7xx
For at opsaette cloud skal Cloud Service markeres dette ggres ved at trykke pa navnet “Cloud Service”. Der
efter skal der trykkes EDIT i gverst hgjre hjgrne.

[ System Settings X

&« C | A Tkke sikker | bitps;//192.168.8.228/machine_config/#/s or ¥r

) R EDITGE

! System Settings

Language Cloud Service

System State © die
( Server Type Cloud Server v

Logs

Server default

Date & Time Username usemame@domain

Network

Services

IManagement

Display

Restart

Authentication

EXIT
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[ System Settings x W Y

& C | A Ikke sikker | hitps;//192.168.8.228/machine_config/#/services W
N SAVE« CANCEL X
1 System Settings
Language Cloud Service
System State O Idle
{ S s Cloud Server v
Logs
Server defautt defaut
Date & Time Username

my-device@Qrganisation_N

Network Password myDevice123§|

Show Password
Services

IManagement
Display
Restart
Authentication

EXIT

Indtast Username med “deviceNavn@DitOrganisationsNavn” som det er oprettet med i Corvina Cloud App.
Indtast Password som det er oprettet med i Corvina Cloud App.

Derefter tryk SAVE.

eX7xx forbindes nu til Cloud.

[ System Settings x N Y
& C | A Ikke sikker | hitps;//192.168.8.228/machine_config/#/services Y|
. BACK 4= EDITG
1 System Settings
Language Cloud Service
System State v Connected to Cloud with [P 192.18.133.118
{ SeIVerIVRe Cloud Server v
Logs
Senvay default
Date & Ti
ale & Time Username my-device@Organisation_N
Network
Services
Management
Display
Restart
Authentication
EXIT
|

eX7xx panel connected til cloud med VPN IP adressen 192.18.133.118

28



Connection pa Corvina Cloud
Nar der er oprettet devices bliver disse vist i Corvina Cloud pa Dashboard

5 Corvina Cloud App v3.18.0

Refresh Back 4 Settings Logout

APPLICATIONS
=
TN tide all endpoints ONLINE USERS
Device & Y Groups Y Description T Status T 0/2
onli
v BB my-device/Organisation_Navn myDevice123§ o
online ONLINE GATEWAYS
@ ban HMI Lan P
No user connected i 1/1
LR S 1-1of 1gateways O

Legend: Bcaenzy @ endpont @ onine D offine O comeced B rnuee ey
ENDPOINTS
. 2

Her ses at der er oprettet en device med et endpoint og at det er online. Det vil sige at det er taendt og
panelet har oprettet forbindelse til Cloud.

€ Corvina Cloud App v3.180

COXVINA

CLOUD

DASHBOARD

Connections “

&8 Gateway: my-device/Organisation_Navn

u=
B= Applications

A

No applications avaiable -

Device & Y|Gmu.s

v BB my-device/Organisation_Navn

@ vilan

. )| s O

Legend: 8B Gateway @ Encpoint @ onine € offine @ Comnected

0

Gateway: my-device/Organisation_Navn

VPN IP address 192.13.133.118
Information

The virtual IP address has been generated by the Switchboard and can be used to connect to the Endpoint throuch the Connect App.
However, occasionaly tools internally require the use of the real TP address of the endpoint, which is the one that has been phisicaly
configured. You can find both addresses above this informational text.

Hvis der trykkes pa en device vises dette billede.
Her ses at device “my-device/Organisation_Navn” er gateway med VPN IP adresse 192.18.133.118.
For bruge VPN IP’en skal der fgrst trykkes pa enten “Connect to all endpoints” eller “Connect to gateway”
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¢ Convina Cloud App v3.180 o | )

COXVINA
C I_ O U 3 Refresh Back Settings Logout

DASHBOARD

Connections “

&8 Gateway: my-device/Organisation_Navn V4 EnnnEFh;n to my-device/Organisation_Navn

BE Applcations

::l. ResetGateway 3¢ Closeal comections 3¢ Disconnect from gatenay
Device a T ‘ Groups T
No applications avaiable -

v &8 my-device/Organisation_Nawn
‘ONLINE GATEWAYS
1/1

@ v

\....-\ s O

Legend: BB Gateway @ endooint @ crine @ offine @ comected

ENDPOINTS
2

SYSTEM INFO
Gateway: my-device/Organisation_Navn

VPN IP address 192, 15.133.118
Information

The virtual IP address has been generated by the Switchboard and can be used to connect to the Endpoint through the Connect App.
However, occasionaly tools internially require the use of the real IP address of the encpoint, which is the one that has been phisically
configured. You can find both addresses above this informational text.

Max nodes: unlimited

B

Connection establshed by admin/Organisation_Navn 0.

°

Her er der trykket pa "Connect to all endpoints” og er etableret ved at Corvina Cloud melder at den er
established.

Nu er der mulighed for at "Close all connections” eller “Disconnect from gateway”.
Sa laenge der er connection kan VPN IP adresserne bruge lokalt pa PC’en til at fa forbindelse til
devicene/endpointene.

Hvis kun endpoint markers ses dette billede.

94 Corvina Cloud App v3.18.0 —_

COXVINA

C I_ O U 3 Refresh Back Settings Logout

DASHBOARD

“ v —
B Applications
oo Tl = |

No applications avaiable -

@ Endpoint: HVI_Lan

ONLINE USERS
0/2

v &8 my-device/Crganisation Navn
‘ONLINE GATEWAYS
11

@ hven

W4l v O

Legend: B Gatenay @ encpont @ oine @ ofine © connected

ENDPOINTS
2

'SYSTEM INFO
Endpoint: HML_Lan

o Gateway: my-device/Organisation Navn

Max nodes: unlmited

Virtual IP address 100,64.0.225 - Real IP address 10,10, 10.10

Information

The virtual P address has been generated by the Switchboard and can be used to connect to the Endpoint through the Connect App
Homever, occasionally toals internaly require the use of the real 1P address of the endpaint, which is the one that has been phisically
configured. You can find both addresses abave this informational text.

Her kan det vaelges at lave en connect til endpoint.
Endpoint “"HMI_Lan” har her faet VPN IP adressen 100.64.0.225.
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Applications

Corvina Cloud ggr det muligt at definere "Applications”, der kan ses, som en made at fa adgang til et
endpoint fra Corvina Cloud ved hjalp af en tredjeparts applikation installeret pa PC’en, hvor Corvina Cloud er
startet.

For eksempel kan en applikation defineres for at forenkle forbindelsen til web-sider, der udsendes af et
endpoint, hvor computerens standardwebbrowser startes med endpointets IP-adresse.

Oprettelse af Applications

Pa siden APPLICATIONS vises Add application og en tabel, der indeholder de oprettede applications med
felgende oplysninger Name, Organisation, Type, Details, Description og Actions.

De mulige Actions er Enable/Disable application, Edit application og delete application. Actions er forklaret
nederst pa siden.

COAVINA
C I_ O U 3 Refresh Back Settings Logout

DASHBOARD USERS APPLICATIONS ORGANIZATIONS STATISTICS

&2 Add application

Hame 4 Organization T Type Y Details Description T Actions

[l m ] L]

M40 » M Noitems to display &

Legend: [ Enabled (dlick to disable) [ Disabled (dick to enable) r Edit i Delete

Nar du klikker pa Add application abnes applikationseditoren over tabellen og giver mulighed for at oprette
applikationer.
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r% Corvina Cloud App v3.18.0 ' A Y ‘ ‘ - 1

COXVINA
C I_ o U 3 Refresh Back Settings Logout

DASHBOARD USERS APPLICATIONS STATISTICS

Add Applications

Application Advanced parameters

Hame * Organization

Description

Application type
B

Protocol *

=

Environments
Browser

Enabled

Connect App for Windows

Enable integrated application Open external application
[

Connect App for Mac 0S X

Enable integrated application Open external application

o

or Cancel

*This Field is required.

Connection established by admin/Organisation_Mavn 00:19:24 ago.

Opsaetningen af applicationerne sker pa Fanen Applications.
Name: Beskrivende navn for application.

Organization: Valg hvilken organization applicationen skal oprettes i. Der skal vaelges en organisation for at
denne application vises pa DASHBOARD siden.

Description: Valgfri beskrivelse af applicationen.

Application type: Type veelges fra dropdown menu.
Note Valget af type har indflydelse pa efterfalgende options. Ogsa options | Advanced parameters er bestemt
af typen der er valgt.

Protocol: Valg hvilken protocol applicationen skal bruge. Vaelg mellem TCP, UDP eller TCP & UDP.
Port: Indtast hvilken port applicationen bruger.

URL to open: URL der bruges til forbindelsen. Denne option er kun tilgaengelig hvis Applicationen er af typen
HTTP eller HTTPS.

Enabled: Szt flueben for at enable applicationen.
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De efterfglgende options er kun for typen Custom.

Fordi same application maske kan installere pa bade Windows og Mac kan argumenterne specificeres for
begge.
Det er muligt at bruge placeholder der bliver tilpasses til PC-typen automatisk, se nedenfor.

Command path: Sti til programmer der skal bruges pa PC’en.
Command arguments: Argumenter til PC programmet.

De naeste options afggr hvordan Corvina Cloud Connect abner PC-programmer til device’en.
Options er tilgaengelig til bade Windows og MAC

Enable integrated application: Ved at vaelge denne option vil Corvina Cloud Connect bruge den intergrede
application til at connecte til devicen.

Open external application: Ved at vaelge denne option vil Corvina Cloud Connect starte PC-programmet for
at connecte til devicen.

Der vil veere to mere options der skal usfyldes. De er de samme som ovenfor beskrevet hvor det er muligt at
bruge placeholders

Advanced parameters
Afhaengig af application type vil fglgende kunne indtastes pa naer Custom type.

Username: The username used for the remote login.

Password:
Confirm Password:
Password indtastet to gange.

Der er mulighed for at definere advanced options for fglgende typer:

e SSH

Privat nggle: Brug tekst feltet til at indsaette den private nggle der skal bruges til connection Passphrase.
Confirm Passphrase: skriv passphrase der gzelder til den private nggle.

Terminal color scheme: Valg fra dropdown menu den farve der skal bruges | SSH terminal.
Font: Vzlg den font der bruges | terminal.
Font size: angiv font stgrrelse.

e RDP

Der er et antal options der kan configures med denne type, men de er ikke alle pakraevet i de fleste tilfaelde.
Disse muligheder ggr det muligt at tilpasse godkendelsen, sessionen, lydsupporten, nogle

performance boost og RemoteApp

e VNC
Number of connection retries: Antallet af gange forbindelsen skal forsgges efter et mislykket forsgg.

Color depth: Valg den farvedybde, der bruges til forbindelsen.

Swap red-blue: Inverter de rgde og bla farver.
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Cursor: Valg i rullemenuen, om du vil bruge lokal eller fjernbetjening.

Read only connection: Marker afkrydsningsfeltet for kun at laese. Klienten kan ikke foretage sendringer pa
den eksterne enhed.

Clipboard encoding

¢ Telnet

Username regex: Det regulaere udtryk, der genkender det rette tidspunkt, nar du skal sende brugernavnet til
den eksterne enhed.

Password regex: Det reguleere udtryk, der genkender det gjeblik, hvor du skal sende adgangskoden til den
eksterne enhed.

Terminal color scheme: Valg i rullemenuen de farver, der bruges i SSH-terminalen.
Font: Den font, der bruges i terminalen.
Font size: Den gnskede font stgrrelse.

e Custom

For tilpassede applikationer skal du klikke pa Add row for at tilfgje en ny parameter og derefter udfylde
felgende oplysninger:

Parameter name: Parmeterens navn.

Value: Vardien af denne parameter.

Det er muligt at tilfgje et hvilket som helst antal muligheder og deres vaerdier, disse vil blive sendt pa
kommandolinjen til applikationen.

Oprettelse af Profiles

Applications kan grupperes sammen i Profiler og vedhaftes til de enkelte endpoints, der skraeddersyr
muligheden for at fa adgang til dem. Det er med andre ord muligt at konfigurere applications pa et givet
endepunkt, sa det kun kan nas via nogle givne protokoller (fx RDP, SSH eller HTTP) eller tjenester (fx VNC).

5% Convina Cloud App v3.18.0 =B
COXVINA
C I_ O U 3 Refresh Back Settings Log
DASHBOARD USERS APPLICATIONS ORGANIZATIONS STATISTICS
e
&1 Add profile
Mame a Y Organization T Applications Actions
GatewayApp kuffert_bengt HTTPS il
HTTP smartauto HTTP
HTTPS smartauto HTTPS
P Kuffert HTTP, HTTPS, Mobile_2_6_1_67_Client,
TightVMC, VNC, Winproladder, excel
SmartautoApps smartauto HTTP, HTTPS, JMobile_2_&6_1_&7_ Client,
Remote_Desktop, TightVNC, VNC, excel
Torben smartauto HTTP, VNC
eSmartApp kuffert_bengt IMobile_2_6_1 57 _Client, TightVNC, YNC
eTop_App luffert_bengt IMobile_2_6_1_67_ Client, TightVNC, VNC
eX_applications kuffert_bengt HTTPS, TightVNC, YNC £ W e

Valget af applications kan veere pavirket af endepunktets operativsystem og tjenester.
Opsaetningssiden til Profiles indeholder Tilfgj profil over tabellen med listen over alle tilgeengelige profiler og
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nogle oplysninger om hver profil:

¢ Navnet angivet til profilen.

¢ Beskrivelsen af profilen

¢ De applikationer, der er en del af profilen.
e De tilgaengelige handlinger pa hver af dem

Bemaerk Huvis en eller flere profiler slettes, slettes de enkelte applikationer ikke: For at fjerne en eksisterende
application, skal du ga til applications.

Over tabellen vises pa hgjre side et filter, der er nyttigt til at sgge blandt alle profiler, der er defineret i
Switchboard.

5 Corvina Cloud App ¥3.18.0 = | S|

COXVINA
C I_ O U 3 Refresh Back Settings Logout

DASHBOARD USERS APPLICATIONS ‘ORGANIZATIONS STATISTICS

41 Add profile

Hame a T Organization T Applications Actions
a0 e Noitems to display &

Legend: yEd\t ﬁ Delete T;?Indude as default profile for new organizations (dlick to enable)
Nar du klikker pa Add profile, dbnes editoren lige over tabellen.

Change Profile

Name * Organization
GatewayApp kuffert_bengt
Description
A Applications (1)
HTTP + HTTPS _
VNC +
IMobile_2_6_1_67_Client n
TightNC +
excel +
Add all Remove all
*This Field is require
or Cancel

Her kan yderligere profiler oprettes ved at udfylde fglgende
Name: Et navn til at identificere profilen.

Organisation: Valg for hvilken organisation profilen vil veere tilgeengelig.
Description: En note om profilen.

Applications (x)
Tilgaengelige applicationer er angivet i denne multiselect-boks. For at tilfgje en application til profilen skal du
klikke pa + ved siden af application navn.

35



Add all tilfgjer alle applicationer til profilen. En application kan fjernes fra profilen ved at klikke pa - ved siden
af programmets navn i den hgjre kolonne.

Nu kan den nye profil, der indeholder den valgte applikationsliste, tilfgjes til endpoints pa devicene
og de definerede applicationer kan aktiveres fra DASHBOARD-siden.

Application types

Der er nogle applications integreret i Corvina Cloud, som allerede er konfigureret og klar til brug:
SSH: Secure Shell Connection

RDP: Windows Remote Desktop (pa Windows XP, Vista, 7 og 2008 Server-klienter)

VNC: VNC Remote Desktop Session

Telnet: Telnet-forbindelse

HTTP: Web-interface i en browser

HTTPS: Web-graenseflade over en sikret forbindelse i en browser

Ved at vaelge brugerdefineret application type skal fglgende indtastes:
Command path: Den fulde sti til programmet, der skal bruges.
Command arguments: Argumenter der skal bruges af application for at starte.

Som et eksempel pa applications antag, at PC’en, der er udstyret med Windows og Corvina Cloud Connect,
ogsa har programmet JMobile Client installeret i brugerens programmappe. For at give brugerne mulighed
for at bruge JMobile Client, skal du definere en brugerdefineret application med fglgende
konfigurationsveerdier:

* Name: JMobile Client

e Description: Tilslut til HMI (kommandostien kan a&ndre sig pa basis af din JMobile-version)

¢ Application Type: Custom

* Protocol: TCP

¢ Port: 80

e Command path:% PROGRAM_PATH% \ Exor \ JMobile Suite 2.0 \ runtime \ Client_WIN32 \ hmiclient.exe
e Command args:% DEVICE_IP%

Placeholders

Formalet med en Placeholders er at tillade, at den samme application anvendes pa alle enheder, uanset de
forskellige konfigurationsvaerdier for hver enhed, f.eks. Deres (offentlige) IP-adresser.
Placeholders kan bruges i HTTP, HTTPS og Custom application typer.

For HTTP- og HTTPS-typer er disse tilgaengelige pladsholdere:

*% DEVICE_IP% IP-adressen tildelt enheden.

*% PHYSICAL_IP% enhedens fysiske IP.

*% SERVER_EXTERNAL_HOST% FQDN for serverens offentlige vaertsnavn.

*% SERVER_INTERNAL_IP% til den interne private IP-adresse.

| den tilpassede applikationstype er de tilgaengelige pladsholdere:

*% PROGRAM_PATH%: Standardinstallationsmappen for programmer (normaltC: \ Programmer).
*% SYSTEM_DRIVE%: Drevet, der indeholder Windows-rodmappen (C: \).

*% SYSTEM_ROOT%: Windows rodmappen (C: \ Windows).

*% HOME_PATH%: Brugerens hjemmemappe (C: \ Documents and Settings \ ‘brugernavn").
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Oprettelse af applications pa devices

@nsker du at tilknytte en ny application/et program til en device/endpoint

1. Gaind under hovedmenuen Applications og opret en applikation, det kan vaere en helt almindelig
webbrowser (http) som umiddelbart virker eller et specifikt program, hvor man skal angive stien til
programmet pa et tilgaengeligt drev.

2. Fortseet til Profiles i samme hovedmenu og opret en ny Profile og veelg det eller de
programmer/applikationer, som skal kunne anvendes i denne Profile.

3. Gatil Devices og veelg edit pa den device, hvor man gnsker programmer/applikationer tilknyttet.
Valg Endpoint og ga til kolonnen Application profile og vaelg den profil, som man har oprettet, og
som skal gelde for denne device / dette endpoint.
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